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DIMENSIONS mm WIRE RANGE TOOL No. STD
PART NUMBER STRANDED HAND TOOL No.
2 | B L F H | #D mm? AWG <551 BoDY No. | DIES No. | OTY/BOX
1.25LY-38 O | 32 NH 11
64 | 195 | 66
1.25LY-3.58 O 3.7 NH 32 1,000
TMEV 100 | 441 0.3~1.65 22-16
1.25LY-48 O | 43 71 215 | 7.6 NA 10 N1011 | (100X10)
1.25LY-58 O | 53 84 | 225 | 85 NA 3 N3 11
2LY-3S O | 32 61 | 195 | 66 NH 12
2LY-3.5S O | 37 ' ' : 1.04 NH 32 1,000
TMEV 10.0 | 45 § 16-14
2LY-4S QO 4.3 7.1 215 7.6 263 NA 10 N1012 | (100%10)
2LY-5S @) 5.3 8.4 22,5 8.5 NA 3 N3 12
5.5LY-3.5S O | 37 29 263 NH 13
TMEV 5.5LY-4S O | 43 ' 257 | 76 | 140 | 6.8 § 12-10 NA 10 N10 13 100
5.5LY-5S O | 53 8.4 6.64 NA 3 N3 13
NOTE

1) O :UL/CSA INSULATOR MATERIAL

2) Refer to page 33 for UL/CSA, insulator material/color, proper strip length of wire and Nylon insulated products.
3) TMD & TMDEN Type are also available, see page 34.

4) Transparents and colored insulators are available for TMEV(Vinyl).
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