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CONTACTS AND APPLICATION DATA
Solid Contacts

** For proper dies and stamped & formed crimp dimensions - See Envelope 0425-208-0000 12 Size    Consult factory for alternate finishes 
                                 0425-203-0000 16 Size
                  0425-207-0000 20 Size
                  0425-059-0000 16,20 Size
                  0425-039-0000 16 Size
                  0425-041-0000 12 Size

   1060-20-01**      1062-20-01**

   1060-20-02**      1062-20-02**

          N/A               1062-20-03**

   1060-14-01**      1062-14-01**

   1060-14-10**      1062-14-10**

   1060-16-01**      1062-16-01**

   1060-16-06**      1062-16-06**     

   1060-16-07**      1062-16-07**

   1060-16-09**      1062-16-09**

   1060-16-12**      1062-16-12**

          N/A               1062-16-14**

   1060-12-01**      1062-12-01**

   1060-12-02**      1062-12-02** 

STAMPED & FORMED CONTACT
PART NUMBERS

SIZE

20

20

20

16

16

16

16

16

16

16

16

12

12

PIN SOCKET

20 - 01

20 - 02

20 - 03

14-16

14 -16

16 - 18

0.5 - 1.0

0.75 - 2.0

16 - 18

1.0 - 2.5

14 - 16

12 - 14

10 - 12

CARRIER 
STRIP

IDENTIFICATION

WIRE SIZE
AWG (mm2)

16 - 22
(1.0 - 0.35)

16 - 22
(1.0 - 0.35)

16 - 22
(1.0 - 0.35)

14 - 18
(2.0 - .75)

14 - 18
(2.0 - .75)

14 - 18
(2.0 - .75)

16 - 20
(1.0 - 0.50)

14 - 18
(2.0 - .75)

14 - 18
(2.0 - .75)

12 - 16
(2.5 - 1.0)

12 - 16
(2.5 - 1.0)

12 - 14
(4.0 - 2.0)

10 - 12
(6.0 - 4.0)

WIRE 
INSULATION
O.D. RANGE

.075 - .125
(1.91 - 3.15)

.051 - .085
(1.30 - 2.16)
.075 - .125

(1.91 - 3.15)
.095 - .150

(2.41 - 3.81)
.095 - .150

(2.41 - 3.81)
.075 - .140

(1.91 - 3.55)
055 - .100

(1.40 - 2.54)

.075 - .140
(1.91 - 3.55)
.075 - .140

(1.91 - 3.55)
.075 - .140

(1.91 - 3.55)
.075 - .140

(1.91 - 3.55)
.113  - .176
(2.87 - 4.47)
.140 - .204

(3.56 - 5.18)

.150 - .200
(3.81 - 5.08)

.150 - .200
(3.81 - 5.08)
.150 - .200

(3.81 - 5.08)
.150 - .200

(3.81 - 5.08)
.150 - .200

(3.81 - 5.08)
.150 - .200

(3.81 - 5.08)
.150 - .200

(3.81 - 5.08)

.150 - .200
(3.81 - 5.08)
.150 - .200

(3.81 - 5.08)
.175 - .225

(4.45 -  5.72)
.175 - .225

(4.45 - 5.72)
.225  - .275

(5.72 - 6.991)
.225 - .275

(5.72 - 6.99)

MIN CONT.
RETENTION

LBS (N)

20
(89)

20
(89)

20
(89)

25
(111)

25
(111)

25
(111)

25
(111)

25
(111)

25
(111)

25
(111)

25
(111)

30
(134)

30
(134)

REF CRIMP
TENSILE
LBS (N)

20 - 10
(89 - 45)
20 - 10

(89 - 45)
20 - 10

(89 - 45)
25

(111)
25

(111)

25
(111)

25 - 15
(111 - 67)

25
(111)

25
(111)

25
(111)
25

(111)
70

(311)
70

(311)

MAX RATED
AMPS AT 1250C
CONTINUOUS

7.5

7.5

7.5

13

13

13

13

13

13

13

13

25

25

RECOMMENDED
STRIP LENGTH
INCHES (mm)

Stamped & Formed Contacts

INSPECTION HOLE 

Solid Contacts Stamped and Formed Contacts
Socket

Pin

Pin Socket
INSPECTION HOLE

* See Envelope Print 0425-205-0000. Consult factory for alternate finishes.

SIZE

SOLID CONTACT
PART NUMBERS

WIRE SIZE
AWG (mm2)

RECOMMENDED 
STRIP LENGTH  
INCHES (mm)

MIN CONTACT
RETENTION

LBS (N)

REF CRIMP 
TENSILE
LBS (N)

MAX RATED 
AMPS AT 1250C 
CONTINUOUS

PIN SOCKET

20 

16 

16 

12 

8 

4

20
(0.50)

14
(2.0)

16-20
(1.0 - 0.50)

12-14
(3.0 - 2.0)

.156-.218
(3.96 - 5.54)

.250 - .312
(6.35 - 7.92)
.250 - .312

(6.35 - 7.92)

.222 - .284
(5.64 - 7.21)

20
(89)
25

(111)

25
(111)

30
(134)

20
(89)

70
(311)

35-20
(156-89)

75-70
(334 - 311)

7.5

13

13

25

6
(13.0)

8-10
(8.0 - 5.0)

.430-.492
(10.92-12.50)

.430 - .492
(10.92 - 12.50)

35
(156)

35
(156)

300
(1334)

100

125-90
(556-400) 60

0460-202-20**    0462-201-20**

0460-202-16**    0462-201-16**

0460-215-16**    0462-209-16**

0460-204-12**    0462-203-12**

0460-204-08**    0462-203-08**

0460-204-04**    0462-203-04**
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