
 PRODUCT INFORMATION

EPIC® H-A 3 MAGD

Innovative metal and plastic housing design
Housing in plastic or metal version. For power supply in the smallest possible
space

Industrial machinery and plant engineering

Mechanical resistance

Robust

Waterproof

Info
Metal lid with sturdy hinge

Application range
Machine and equipment manufacturing
Control engineering
Electronic laboratory

Product features
Panel-mount base
1 lever
Metal cover
Included: flat gasket

Technical Data
Material: Housing: powder-coated zinc die-casting, grey

Lever: zinc-plated steel
Sealing: NBR
Metal cover

Protection rating: IP 65 (latched)
IP 44 (Cover latched)

Temperature range: -40°C to +100°C, short-term up to +125°C
VDE-tested: UL-tested:

UL File Number: E75770

Note
Photographs are not to scale and do not represent detailed images of the respective products.

Last Update (13.01.2016) 1 / 3
©2016 Lapp Group - Technical changes reserved
PN 0456 / 02_03.16



 
PRO

DUCT INFO
RM

ATIO
N

EPIC®
 H-A 3 M

AG
D

P
ow

ered by T
C

P
D

F
 (w

w
w

.tcpdf.org)

Last Update (13.01.2016)
1 / 1

PN 0456 / 02_03.16

Part number Article description Colour Material
H-A housing: panel-mount base with cover (with sealing, for female inserts)
44429015 H-A 3 MAGD grey Aluninium die-casting
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