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SPECIFICATIONS
Current Rating: 1A AC,DC

ok X B8 BB A EEEAER Voltage Rating: 50V AC,DC
"B HE A B AEHAE A E H A H B Temperature Range: —25°C ~ +85°C
e e ‘ r ﬁ % ﬁ % H Contact Resistance: 20mQ Max.
T Insulation Resistance: 100MQ Min.
H H H BB HBHEA & o8 B B A A B A A A B A B A A A B Withstanding Voltage: 500V AC/minute
4 H B +— +— Pin Material: Phosphor Bronze
B i&,ﬁﬂi , - Solder Tabs: Brass
o 9.00 Wafer: Nylon 6T&9T,UL94V—0
= T | (15P:8.00mm,16~24P:9.00mm) Cap: Nylon 6T,UL94V—0
\ g Color: Black & Beige
Circuit 1
i B+0.20 i |-2.9010.20—| 0.15i60.02 | 038 5N LEGEND Circuit Dimensions
\V4 A1001 WR—S—XP XXX No. | A | B | C
6 02P 1.00 | 4.00 | 2.45
07 9 %Series No. 03P | 2.00 | 5.00 | 3.45
: o Connector type: WR=Wright angel
I E a @ Mounting type: S=SMT without post 04P | 3.00 | 6.00 | 445
~ A @ No. of circuits 05P | 4.00 | 7.00 | 5.45
< E = - a ® option code: ( ) 06P | 5.00 | 8.00 | 6.45
| o Blank=Nylon 6T,UL94V—0,Color Natural(Beige
= l Contacts/Matte Tin—plated 07P | 6.00 | 9.00 | 7.45
; Solder tabs/Matte Tin—plated 08P | 7.00 [10.00 | 8.45
t D01 =Nylon ST)UL94V—O,CoIor Natural(Beige) o9P | 8.00 [11.00| 9.45
0.20+0.05 Contacts/Gold—flash and
‘ I——1.oo¢o.05 Solder tabs/Gold—flash 10P | 9.00 | 12.00}10.45
| A£0.10 D02 =Nylon 6T,UL94V—0,Color Natural(Beige) 11P 1 10.00 | 13.00 | 11.45
Contocts/Go/Id—fIcsh 3u” and 12P |11.00 | 14.00 | 12.45
Solder tabs/Gold—flash
D11 =Nylon 6T,UL94V—0,Color Natural(Balck) 15P 112.00 | 15.00 ] 13.45
0.70£0.10 — A+0.10 — Contacts/Gold—flash and 14P 113.00 | 16.00 | 14.45
|‘_"1-°8ﬂég£g o5 Solder tabs/Gold—flash 15P | 14.00 | 17.00 | 15.45
. . D12 =Nylon9T,UL94V—-0,Color Natural(Beige) 16P | 15.00 | 18.00 | 16.45
— —r Contacts/Gold—flash and
Solder tabs/Gold—flash 17P [ 16.00 [ 19.00 | 17.45
— 1;5%*"-10 18P | 17.00 [ 20.00 | 18.45
° | —,—L 19P [ 18.00 | 21.00 | 19.45
g | | 20P | 19.00 | 22.00 | 20.45
ﬂ Q } Circuit 1 } 24P | 23.00 | 25.00 | 23.45
88 |
S W % Wy R EE Fox ¥R A RA
T J/ / N JOINT TECH ELECTRONIC IND. CO., LTD.
7 I 9 ONIT | SCALE | SHEET | TITLE:
/ | o mm 1 of 2
Header outline 1.20+0.10 - DRAWN BY | APPROVED BY
PCB LAYOUT 5 wam | dE- 1. 00mm PITCH
I 2 2002.05.28 | 2002. 05. 28 90°WAFER-SMT TYPE
- GENERAL TOLERANCE
X. X+0. 25 ANGLE+
B5 EN1110110449 2011.11.29 FRAL X. XX#0. 15 B'@' DRAW NO. : REV.
REV. DESCRIPTION DATE NAME X. XXX+0. 05 A1001WR-S-XP B5
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ﬂ’ 02~14 Contacts 15~24 Contacts
4.00 1.50 400
12.00 g
/ —f—0.35 2.00 12.00 —| #1.50
| ‘ 0 ;f&
_ [ | I |
| " |
‘ \ |
2] e **4‘* 1T
Unreeling direction —— \
| I
[N : ¢
\ \
Top tape leader part Unreeling direction ——
Carrier tape
|— 3 pcs Empty
-EEL::&’; Conqector ‘l__ ‘
160 . packaging part Leader part ! 2
(Empty) o 4
3 pcs Backup connector =— 400 min. oso %
Number of Contacts | W+0.3 | F+0.1 | S+0.1 | Q'ty/Reel 1 Q
02P 12 5.50 1,000
03P 16 7.50 1,000
04P 16 7.50 1,000
05P 16 7.50 1,000
06P 16 7.50 1,000
o7P 24 11.50 1,000 —I—L— W+1.5
08P 24 11.50 1,000
09P 24 11.50 1,000
L e i ) R MY FEE F L ERD KR A D
12P 24| 11.50 1,000 NOTE: N JOINT TECH ELECTRONIC IND. CO., LTD.
13P 24 11.50 1,000 . UNIT | SCALE [ SHEET | TITLE:
14P 24 | 11.50 1,000 Material:Transparent mm 2 of 2
15P 32 14.20 | 28.40 | 1,000 Anti—static Polystyrene. DRAWN BY [ APPROVED BY 1.00mm PITCH
16P 32 14.20 | 28.40 | 1,000 $E— $E— o
17P 32 14.20 | 28.40 1,000 2004. 12.29 | 2004. 12. 29 90 WAFER-SMT TYPE
18P 32 1420 | 28.40 | 1,000 GENERAL TOLERANCE TAPING SPEC.
19P 32 14.20 | 28.40 | 1,000 X.X+0.25 | ANGLE+
20P 44 | 20.20 | 40.40 | 1,000 B5 EN1110110449 2011.11.29]  mhét | X.XX0.15 = @ DRAW NO. : REV.
24P 44 | 20.20 | 40.40 | 1,000 REV. DESCRIPTION DATE NAME | X. XXX#0. 05 A1001WR-S-XP B5
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