
Product datasheet
Characteristics

NSYMW10MK
Modular front panel with IP 55 sealed window.
Opening 46 x180mm (10 modules).

Price* : 19.77 GBP

Main
Range Spacial
Accessory / separate part category Installation accessory
Product or component type Window
Application Multi-purpose
For enclosure nominal dimensions H: 850 mm
Range compatibility Spacial CRN

Spacial S3D
Accessory / separate part destination For modular device
Mounting location Installation on door or panel
Mounting support Kit for fixing the switchgear
Device composition 1 x modular front panel
Material Polycarbonate

PVC (polyvinyl chloride)
Lock type Clipped
Total number of 18 mm modules 10

Complementary
Height 46 mm Internal
Width 180 mm Internal
IP degree of protection IP55 ( sealed window )

Offer Sustainability
Sustainable offer status Green Premium product
RoHS (date code: YYWW) Compliant  - since  0852  -  Schneider Electric declaration of conformity

Schneider Electric declaration of conformity

REACh Reference not containing SVHC above the threshold
Reference not containing SVHC above the threshold
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http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=10178675&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=10178675&lang=en-us


Product environmental profile Available
Product end of life instructions Need no specific recycling operations

Contractual warranty
Warranty period 18 months
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