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ASSEMBLY - TOP
 

SECTION  A-A

 

SECTION  B-B

 

LID - INSIDE
 

INNER PANEL

 

RP1135
Material: ABS (UL94-HB),  Light Gray Color

Suggested Lid Screw Torque: 30 ozf-in (21 cN-m)

Gasket: EDPM Cord.

Lid Screws: M3.5 x 10,  304 Stainless 

Circuit Board Screws, 4 supplied (M3 self tap)
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A A

B B

C C

D D

A

A

B B

102.00 mm
[4.016 in]

120.00 mm
[4.724 in]

62.00 mm
[2.441 in]

80.00 mm
[3.150 in]

58.00 mm
[2.283 in]

M3.5 Stainless Steel Lid Insert

Type 304 Stainless  4X

49.49 mm
[1.948 in]

43.49 mm
[1.712 in]

5.00 mm
[0.197 in]

54.99 mm
[2.165 in]

99.00 mm
[3.898 in]

117.78 mm
[4.637 in]

59.00 mm
[2.323 in]

77.00 mm
[3.031 in]

NOT SUPPLIED

116.71 mm
[4.595 in]

76.71 mm
[3.020 in]

58.00 mm
[2.283 in]

82.00 mm
[3.228 in]

40.00 mm
[1.575 in]

96.00 mm
[3.780 in]

0.40 mm [0.16in] 
 Recess99.00 mm

[3.898 in]

77.00 mm
[3.031 in]

113.00 mm
[4.449 in]

73.00 mm
[2.874 in]

125.50 mm
[4.941 in]

85.41 mm
[3.363 in]

CP-


