
WN 1413  380 HV 
     

BN 13576

Phillips flat countersunk head PT® screws
form H 

Steel heat-treated 380 HV 

zinc plated blue 

 

 ISO 4042 
Fasteners hardness ≥ 320 HV with electroplated coatings:
Susceptible to hydrogen embrittlement! 
Further notice to residual risks can be found in the
introduction section. 

 A technical brochure is available on request 

KA22: countersunk head geometry with reinforcement taper.

Article#  ø nominal  d1  d2    m~  t min.  t max.  L

2042592  KA22  2,2  3,8  1  2,35  0,95  1,25  6 

2042606  8 

2042614  10 

2042622  12 

2042630  16 

2001144  KA25  2,5  4,7  1  2,56  0,97  1,43  6 

3592061  7 

2001152  8 

2001160  10 

2001179  12 

2001187  16 

2001195  20 

2001209  KA30  3  5,5  1  2,69  1,1  1,56  8 

2001217  10 

2001225  12 

2001233  14 

2001241  16 

2001268  18 

2001276  20 

2001284  KA35  3,5  7,3  2  3,94  1,33  1,96  8 

3592062  9 

2001292  10 
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KA22: countersunk head geometry with reinforcement taper.

Article#  ø nominal  d1  d2    m~  t min.  t max.  L

2001306  KA35  3,5  7,3  2  3,94  1,33  1,96  12 

2001314  14 

2001322  16 

2001330  18 

2001349  20 

2001357  25 

2001365  KA40  4  8,4  2  4,19  1,59  2,22  8 

2001373  10 

2001381  12 

2001403  14 

2001411  16 

2001438  18 

2001446  20 

http://shop.bossard.com 11. May 2016 / Page 2 of 2 http://www.bossard.com

http://shop.bossard.com
http://www.bossard.com

