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Dimensions

CONTACT
SPRING BODY

PLUG PLUG
HOUSING

A standard in-line 4mm banana plug with a stainless steel contact spring.
The large rear diameter of this plug will accept cables with a conductor of up 5,5mm (10 awg). 
The lead wire is held by soldering in a large solder bucket. 

The product is also supplied with a large diameter insulating cover that accepts cables with a 
maximum outside diameter of  7,1mm. Silver plating Plug Body.
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IF IN DOUBT ASK! DO NOT SCALE DRAWING!PROPRIETARY AND CONFIDENTIAL:

THE INFORMATION CONTAINED IN THIS DRAWING IS THE SOLE
PROPERTY OF ALPHA 3 MANUFACTURING.  
ANY REPRODUCTION IN PART OR AS A WHOLE WITHOUT THE 
WRITTEN PERMISSION OF ALPHA 3 MANUFACTURING 
IS PROHIBITED.

DEM Manufacturing is a division of Alpha 3 Manufacturing LTD
DEM Manufacturing, Deltron Emcon House, Hargreaves Way, 
Sawcliffe Ind. Park, Scunthorpe, North Lincolnshire, DN15 8RF, UK
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+44(0)1724 273200 www.dem-uk.com

THE FINISHED PRODUCT SHOULD BE CLEAN AND FREE FROM ALL 
LIQUIDS AND DEBRIS. SURFACES SHOULD BE OF UNIFORM 
APPEARANCE  FREE FROM  SHARP EDGES, BURRS AND CORROSION 
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UNLESS OTHERWISE SPECIFIED
DIMENSIONS ARE IN MILLIMETRES
LINEAR & RADIAL TOLERANCE:
NO DECIMAL PLACES 0.2mm
1 DECIMAL PLACE 0.1mm
2 DECIMAL PLACES 0.05mm
ANGULAR TOLERANCE: 1
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