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FERRITE MATERIAL: K5B • GLUE: RMS-301 • WIRE: RMS-308
PART NUMBER A B IMPEDANCE(Ω) STANDARD PACK SIZE100MHz 25MHz

RRHL-25-30-8T52
2.50 0.15

3.00 0.20 27 47

5000

RRHL-25-40-8T52 4.00 0.30 32 51
RRHL-25-70-8T52 7.00 0.30 56 89
RRHL-35-30-8T52

3.50 0.15

3.00 0.20 33 59
RRHL-35-32-8T52 3.20 0.20 31 57
RRHL-35-35-8T52 3.50 0.15 37 63
RRHL-35-45-8T26 4.50 0.30 39 76 1000
RRHL-35-45-8T52 47 76 5000
RRHL-35-47-8T26 4.70 0.30 46 72 2000
RRHL-35-47-8T52 49 79 5000
RRHL-35-50-8T26 5.00 0.30 47 72 2000
RRHL-35-50-8T52 50 85 5000
RRHL-35-60-8T26 6.00 0.30 55 84 2000
RRHL-35-60-8T52 57 84

5000RRHL-35-67-8T52 6.70 0.30 65 99
RRHL-35-75-8T52 7.50 0.30 68 113
RRHL-35-80-8T26 8.00 0.30 70 125 1000
RRHL-35-80-8T52 88 138 5000RRHL-35-83-8T52 8.30 0.30 74 131
RRHL-35-90-8T26 9.00 0.30 85 150 1000
RRHL-35-90-8T52 92 140

5000
RRHL-35-95-8T52 9.50 0.40 141

RRHL-35-100-8T52 10.00 0.40 99 157
RRHL-35-114-8T52 11.40 0.40 105 165
RRHL-35-140-8T52 14.00 0.40 144 212

T26 T52
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4) Packaging information is only a guide & subject to variation.
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1) Impedance figures are typical values.
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1) Impedance figures are typical values.
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