
CMBT5401W Rev_0 23042018EGL
Continental Device India Pvt. Ltd.

Data Sheet Page 1 of 4

Continental Device India Pvt.Limited
An ISO/TS 16949,  ISO 9001 and ISO 14001 Certified Company

PNP EPITAXIAL PLANAR TRANSISTOR
CMBT5401W
SOT-323
Plastic Package

1. BASE
2. EMITTER
3. COLLECTOR

for high voltage amplifier applications

PARAMETER SYMBOL VALUE UNIT

Collector Base Voltage 160 V

Collector Emitter Voltage 150 V

Emitter Base Voltage 5 V

Collector Current Continuous 600 mA

Power Dissipation 200 mW

Junction Temperature 150 ºC

Storage Temperature Range -55 to 150 ºC

Absolute Maximum Ratings (T
a
 = 25ºC)
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PARAMETER SYMBOL Min. Max. UNIT

DC Current Gain

50

60 240

50

Collector Base Cutoff Current

50 nA

Emitter Base Cutoff Current

50 nA

Collector Base Breakdown Voltage

160 V

Collector Emitter Breakdown Voltage

150 V

Emitter Base Breakdown Voltage

5 V

Collector Emitter Saturation Voltage

0.2
V

0.5

Base Emitter Saturation Voltage

1
V

1

Gain Bandwidth Product

100 300 MHz

Output Capacitance

6 pF

Electrical Characteristics at T
a 
= 25ºC
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CHARACTERISTIC CURVES
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Customer Notes:

DICLAIMER

Component Disposal Instructions 

1.  CDIL Semiconductor Devices are RoHS compliant, customers are requested to 
please dispose as per prevailing Environmental Legislation of their Country.

2.   In Europe, please dispose as per EU Directive 2002/96/EC on Waste Electrical  
and Electronic Equipment (WEEE).

CDIL is a registered Trademark of
Continental Device India Pvt. Limited

C-120 Naraina Industrial Area, New Delhi 110 028, India.
Telephone + 91-11-2579 6150, 4141 1112   Fax + 91-11-2579 5290, 4141 1119

email@cdil.com      www.cdil.com
CIN No. U32109DL1964PTC004291
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